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SMART FLOW 

INSTALLATION GUIDE – A Brief Summary 

Translated into English using AI tools 
 
This is only a summary of the installation guide, which is included in the box with Smart Flow and 
can be downloaded from our website in originally Norwegian version: 

www.rektek.no/produktdokumentasjon/1. PIPEHATTER 1.1 SMART FLOW   

Note! We recommend reading the entire installation manual if you have any doubts or questions. 
This is only an excerpt. 

Purpose of Smart Flow 

Smart Flow is primarily designed to protect the chimney from wind and heavy rain, and most 
importantly, to help stabilize the draft in the chimney. This chimney cap reduces the impact of 
atmospheric weather conditions while ensuring a balanced airflow within the system. 

For more details, visit our website: https://www.rektek.no/smartflow/  

Smart Flow is considered part of an integrated heating system, including the air intake necessary 
for proper combustion, the burning process in the stove, the smoke and air in the chimney, and 
Smart Flow at the top, which minimizes the impact of weather conditions. Only in this closed 
system can negative pressure be created. 

 

INSTALLATION TIPS 

The Smart Flow foot is inserted into the chimney. The cap must sit completely horizontal on the 
chimney—use a spirit level if needed. 

 

 

The Smart Flow foot has an overlap of approximately 10 mm. Therefore, you can simply compress 
the foot with your hands and insert it into the chimney pipe. The foot will later expand/adapt to the 
diameter of the chimney. 

 

https://www.rektek.no/smartflow/
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AFTER INSTALLATION: 

Fire up the stove a few times and observe what happens in fireplace. Give Smart Flow some time 
to adapt. 

If the draft still seems too strong or too small, we recommend firing up the stove well and, after 
approximately 15-20 minutes—when the chimney is thoroughly warmed — begin adjusting Smart 
Flow with 4 screws on the top.  

It’s important to observe what happens to the flames inside the combustion chamber during this 
process. 

 

ADJUSTING THE DRAFT WITH SMART FLOW – Only if necessary! 

Do not adjust Smart Flow during installation. It is pre-adjusted for typical Norwegian weather 
conditions. 

Adjusting the draft in Smart Flow is done with 4 screws on the top of the chimney cap. 

To "open" Smart Flow, turn the screws counterclockwise. 

To "reduce" the draft, turn the screws clockwise. See the attachment for more details. 

 

ADDITIONAL TIPS 

Top-down lighting is highly recommended. It heats the combustion chamber and chimney more 
quickly. Flames at the top warm the wood below, releasing the gases necessary for an even burn. 

Important!  

Remember to clean the soot hatch after a few uses. With Smart Flow installed, the chimney 
dries out quickly, which may lead to an increased accumulation of soot and ash. 

For more tips regarding Smart Flow, visit: 

https://www.rektek.no/en-enkel-guide-til-montering-og-justering-av-smart-flow-pipehatt /  

https://www.rektek.no/smart-flow-enkel-vedlikehold-og-trygg-feiing-av-skorsteinen /    

 

If Others Problems Occur: 

If you encounter any issues, take photos or record a video showing the problem and send it to us 
at post@rektek.no . We’ll be happy to assist you. 

Good luck! 

Best regards, 

The REKTEK Team 
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